Plasticised regenerated silk/gold nanorods hybrids as sealant and bio-piezoelectric materials by Bon, S. B. et al.
nanomaterials
Article
Plasticised Regenerated Silk/Gold Nanorods Hybrids
as Sealant and Bio-Piezoelectric Materials
Silvia Bittolo Bon 1 , Michele Rapi 2, Riccardo Coletta 3 , Antonino Morabito 3,4 and
Luca Valentini 1,*
1 Dipartimento di Ingegneria Civile e Ambientale, Università degli Studi di Perugia, UdR INSTM,
Strada di Pentima 4, 05100 Terni, Italy; silvia.bittolo@gmail.com
2 Università degli Studi di Firenze Laurea Magistrale in Medicina e Chirurgia, Piazza San Marco 4,
50121 Firenze, Italy; michele.rapi@stud.unifi.it
3 Department of Pediatric Surgery, Meyer Children’s Hospital, Viale Pieraccini 24, 50139 Firenze, Italy;
riccardo.coletta@meyer.it (R.C.); antonino.morabito@unifi.it (A.M.)
4 Dipartimento Neuroscienze, Psicologia, Area del Farmaco e della Salute del Bambino NEUROFARBA,
Università degli Studi di Firenze, Viale Pieraccini 6, 50121 Firenze, Italy
* Correspondence: luca.valentini@unipg.it
Received: 13 December 2019; Accepted: 13 January 2020; Published: 20 January 2020


Abstract: Manual and mechanical suturing are currently the gold standard for bowel anastomosis.
If tissue approximation fails, anastomotic leaks occur. Anastomotic leaks may have catastrophic
consequences. The development of a fully absorbable, biocompatible sealant material based on a
bio-ink silk fibroin can reduce the chance of anastomotic leaks. We have produced a Ca-modified
plasticised regenerated silk (RS) with gold nanorods sealant. This sealant was applied to anastomosed
porcine intestine. Water absorption from wet tissue substrate applied compressive strains on hybrid
RS films. This compression results in a sealant effect on anastomosis. The increased toughness of
the hybrid plasticised RS resulted in the designing of a bio-film with superior elongation at break
(i.e., ≈200%) and bursting pressure. We have also reported structure-dependent piezoelectricity of the
RS film that shows a piezoelectric effect out of the plane. We hope that in the future, bowel anastomosis
can be simplified by providing a multifunctional bio-film that makes feasible the mechanical tissue
joint without the need for specific tools and could be used in piezoelectric sealant heads.
Keywords: plasticised regenerated silk; mechanical properties; gold nanorods; anastomosis;
bio-piezoelectric materials
1. Introduction
Tissue approximation during surgical procedures can be obtained by suturing or stapling [1–4].
Anastomotic leak is the most concerning complication as it can cause serious infection and need for
further surgery [1–4]. Adhesive sealant creating chemical interaction with the substrate by the diffusion
of molecules to the tissue, has been described. Unfortunately, most of the available sealants have poor
adhesion or biocompatibility [5–8].
The available sealant for tissues such as intestine or epidermis, have a complex geometry, are wet
and not malleable. This complexity makes the adhesion of the sealant to the tissues difficult. Research
on both biocompatible and highly stretchable sealants is challenging due to the lack of available
engineered biomaterials.
Previous studies have shown that the fibroin regenerated from the silkworm obtains scaffolds
with high neuronal network regenerative power [9–11]. The silkworm thread, thanks to its architecture,
can be used for studies of intestinal tissue regeneration. We have adopted the dry silk fibroin. It is known
that silkworm silk and silk fibroin are biopolymers that are both biocompatible and bioabsorbable.
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They are commonly used for scaffolds in tissue engineering [12,13]. We have engineered
Ca-modified RS which is able to absorb water and form adhesions on wet tissue. The Ca-modified
RS is a material with a high water absorption [14]. The material applies compressive strains at the
interface with the substrate, which results in a sealant effect on anastomosed tissues. We have taken
inspiration from self-adhesive materials produced in nature by living organisms. Such organisms
have the capability to stick on wet interfaces (for example, mussel and spider-web glues) by removing
water from the contact surfaces. Gold (Au) nanoparticles were thought to be stable in biologic
environments but it has been recently demonstrated that they can undergo intracellular biodegradation
and recrystallisation, with a faster degradation of the smallest size particle [15]. Gold nanoparticles
maintain stability on solid silk fibroin and promote the dissolution of degummed silk fibres into silk
fibroin in a certain CaCl2 composition [16].
Regenerated silk (RS), is biocompatible and biodegradable. Regenerated Silk is also a functional
material [17,18]. Piezoelectricity is a physical phenomenon that converts mechanical deformation into
electricity and vice versa [19]. Thus, materials can be designed to be interfaced with soft tissues and
monitor biological forces [20] or can generate electricity from mechanical deformation and used as
self-powered force sensors. Unfortunately, the most commonly used piezoelectric materials such as
lead zirconate titanate and polyvinylidene difluoride cannot be implanted into the human body due to
their intrinsic toxicity or nonbiodegradable structure.
The repeating sequences of amino acid organised in a helical or crystalline sheet structure,
connected with each other by intra- and intermolecular hydrogen bonding, are electrical dipoles [21,22].
Thus, regenerated silk could be used as bio-piezoelectric material. The electrical signal generated by
applied stress can stimulate the signalling pathways and thereby enhance the tissue regeneration at
the impaired site.
We have designed hybrid calcium—modified silk fibroin with multifunctional properties such as
optical transparency, stretchability and water responsive shrinking suitable for practical applications
in intestinal anastomosis. We have also observed the piezoelectricity of these hybrid films.
2. Materials and Methods
2.1. Materials Preparation
B. mori cocoon were degummed by boiling in NaHCO3 (Sigma-Aldrich, St. Louis, MO, USA)
solution, at 100 ◦C for 30 min. The degummed silk fibres were rinsed in deionized water to remove
residual NaHCO3 and left to evaporate in dry air at room temperature. The dry degummed silk fibres
were dissolved in CaCl2/formic acid (FA) solution to produce silk solution as already reported [18,19].
Solutions with different SF: CaCl2 weight ratios (i.e., 90:10, 80:20 and 70:30) were prepared. To produce
70:30 RS weight ratio, degummed silk fibers (0.4 g) were added to a solution of CaCl2 (0.17 g;
Sigma-Aldrich) and FA (5 mL; Sigma-Aldrich). The solution was stirred for 30 min at room temperature.
The solution was deposited onto a polystyrene dish (50 mm diameter) at room temperature for 8–12 h
until FA solvent evaporates the solution was then heated at 60 ◦C for 2 h to remove the residual solvent.
The resulting films were approximately 80 µm thick. Gold nanorods (GNR) colloidal suspension
stabilised in cetyltrimethylammonium bromide (CTAB) (diameter× length, 10 nm× 38 nm, ±10%) were
purchased from Sigma-Aldrich. CTAB-coated GNR were used to prevent cytotoxicity and cell death
due to their superior biological properties, i.e., better biocompatibility and minimal cytotoxicity [23].
One mL of GNR colloidal suspension was added to 5 mL RS solution and mixed at 6 ◦C to prepare
RS-GNR films. The mixture was cast into 50 mm diameter petri dish, dried for 12 h at room temperature
and heated at 60 ◦C for 2 h to remove the residual solvent.
2.2. Characterizations
Field-emission scanning electron microscopy (FESEM, Zeiss Supra 25, Oberkochen, Germany)
was used to investigate the surface morphology and the cross sections of the samples obtained by
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fracture in liquid nitrogen. Fourier transform infrared (FTIR, Jasco FT/IR 615, Oklahoma City, OK,
USA) analysis was performed in ATR mode in the amide I and amide II regions from 1750 to 1450 cm−1.
The spectra were deconvoluted by firstly smoothing the signal with a polynomial function with a
15-point Savitski—Golay smoothing function, subtracting a linear baseline and applying a Gaussian
deconvoluting curves by Origin 9 software. Ultraviolet-visible (UV-vis) measurements of the films were
carried out with a PerkinElmer spectrometer Lambda 35. The mechanical properties of the RS films
were measured with a tensile testing machine (Lloyd Instr. LR30K, West Sussex, UK) equipped with a
500 N static load cell. The samples were stretched against their axis at a low strain rate (5 mm/min).
Three rectangular shape samples (1.5 cm × 3 cm × 80 µm) for each composition were tested. The
Young’s modulus was calculated using the first 0.2% strain region. Tensile strength was defined as
the peak stress. Toughness was calculated as the area under the stress–strain curve (see Supporting
Information section).
A Porcine intestine loop was sectioned with a scalpel. The two loop cuts created were then
anastomosed with 5/0 absorbable interrupted full thickness sutures the suture used is synthetic
absorbable monofilament made from the polyester (p-dioxanone).
The anastomosis was completed and the sealant at various strength was applied over the
anastomosis. The control intestine did not have any sealant. The intestinal porcine was inflated with
water until bursting occurs. A customised digital manometer, connected in series to a peristaltic pump,
recorded the bursting pressure, defined as the maximum pressure reached followed by a sharp loss in
pressure (see Supporting Information section). The pump filled the line before the insertion into the
intestine and the zero was set on the manometer. The intestine section was clamped at both ends and
filled with water at a flow rate of 50 mL·min−1. The mean value and standard deviation were obtained
in 5 sutured intestine portions in each film composition.
For the fabrication of piezoelectric device, the films were stick onto a bottom carbon tape electrode.
After that Cu wires were added to the bottom electrode using Ag paste. Then carbon tape was attached
to the top side of the film. Due to the presence of film the short between the electrodes was prevented.
After that, Cu wires were attached to the top side of the carbon tape (top electrode) using Ag paste.
The device was then encapsulated by crystal liquid rubber (CRISTAL RUBBER purchased
from PROCHIMA) that was produced by cold curing the liquid rubber mixed with 10 wt% of
PT-CURE catalyst (purchased from PROCHIMA). Silicone packaging is used to protect the device from
mechanical stress, humidity and temperature. An external force was applied for the measurement
of the piezoelectric output of the devices. The device (up to 500 g, contact area 20 mm2 at 1 Hz and
0.2 Hz) and the open circuit voltage as well as the short circuit current values were monitored using a
computer controlled Keithley 4200 Source Measure Unit.
3. Results and Discussion
3.1. Morphology, Structure and Mechanical Properties of the Films
The described method allowed us to produce transparent large films (Figure 1a) with RS and
RS-GNR. They were formed as 10 cm diameter and ≈80 µm thick films (see Supporting Information,
Figure S1). The 70:30 Ca-modified RS maintained a transparency over 95% (Figure 1a,c). Colloidal
dispersions of GNRs onto RS film, 38 nm length and 10 nm width (Figure 1b and Figure S1), showed
the characteristic plasmonic resonance peak at 850 nm (Figure 1c), consistent with previous results
reported in the literature [24]. Changes in the structure of the films were then investigated by FTIR
(Figure 1d). The β-sheet (crystalline domains) content was determined by the deconvolution of the
amide I region (1580–1720 cm−1). We estimated the ratio between the peak area in the wavenumber
region of 1622–1637 cm−1, which is the main absorbance region of β-sheet crystal in amide I [25],
and the whole area of the amide I (i.e., the peaks of the structural components including turns (T) and
random coil (R) reported in Figure S2). The deconvolution of the amide I band provides an estimation
of β-sheet structure in the RS and RS-GNR films that is reported in Figure 1d.
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Figure 1. (a) Photograph of transparent 70:30 regenerated silk (RS)- gold nanorods (GNR) film and
(b) FESEM image of 70:30 RS-GNR film. In the magnified image the GNR are indicated by the arrow
and their size is compatible with that reported in Figure S1. (c) Ultraviolet-visible (UV-Vis) absorbance
spectra and (d) β-sheets content of RS and RS-GNR films, respectively.
The plasticised RS-GNR when glued on a rectangular planar frame, exhibits the ability to stretch
to more than 3 times the original length (Figure 2a). The control of plasticisation is a critical issue
for the realisation of stretchable materials. The RS contains Ca2+ ions that can capture the humidity
from the environment; thus, more calcium ions are in RS, much more stretchable will be the film [14].
Figure 2b shows how the increase of the CaCl2 in the RS solution results in increased elongation
at break from about 1% to about 200% when the RS/CaCl weight ratio passed from 90:10 to 70:30,
respectively. Plasticisation and crystallisation are two key aspects of the secondary structure elements
of silk (i.e., β-sheets content). We found that the mechanical strength and Young’s modulus were not
correlated with the β-sheets content (Figures 1d and 2b). At 80:20 and 90:10 weight ratios, the RS films
stiffen drastically. The low crystalline fraction of our samples is similar to PVA hydrogels with low
crystallinity and high water content that, recently [26], have demonstrated to have high tensile strength.
Zhao et al. [26], proposed that the combinational properties of stiffness and high water content are due
to the co-existence of two separated phases: chains cross-linked by nanocrystalline domains dispersed
into swollen amorphous chains.
In Figure 2b we have represented the mechanical results obtained from testing of RS-GNR samples,
this will help to demonstrate its potential application of GNR in RS. The maximum average toughness
(i.e., the area underlying the stress-strain curves, see Supporting Information, Figure S3) obtained
from 70:30 RS-GNR sample was 2.73 MPa and the highest elongation at break obtained was 220%.
The presence of GNR can thus plasticise regenerated silk and increase the ultimate strain, leading to
the highest toughness value.
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Figure 2. (a) Photograph of the 70:30 RS-GNR film glued on rectangular paper frame (scale bar at the
bottom indicates 3 cm) and stretched 3 times the original length. (b) Effect of Ca content and GNR
addition on strength, modulus, elongation at break and toughness of the RS films.
While designing RS-GNR film for high stretchability and toughness, we discovered that water
capturing of Ca ions created when dissolving CaCl2 in solution, led to a physical shrinkage of RS.
Contact angle tests (Figure 3) show that for the highest CaCl2 content, the RS shows a more hydrophilic
surface. This facilitates water absorption and a quick contraction of the film from the substrate, for less
than 30 s (Figure 3a,b). By increasing the RS fraction, this effect disappears and a less hydrophilic
surface was obtained (Figure 3c).
Figure 3. Snapshots of contact angle measurements of (a) 70:30 RS, (b) 70:30 RS-GNR and (c) 80:20
RS films, recorded (from left to right) after 5 s, 10 s and 25 s, respectively. The arrows indicate the
contraction of the film moving from the substrate (see Supporting Information, Videos S1, S2 and S3).
This shrinking effect is very similar to a well-known property of spider silk called super-contraction,
in which the silk fibres can suddenly shrink in response to changes in moisture [27]. Spider silk is a
protein fibre like silkworm silk. When water molecules interact with it, they disrupt its hydrogen
bonds in an asymmetrical way that causes the contraction at high percent of relative humidity.
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3.2. Anastomosis Results and Device Fabrication
We hypothesised that the inclusion of Ca ions could tune the contractile behaviour of the
RS films and program the strain in tissue approximation. Manual suturing is critical for bowel
approximation; anastomosis failure can lead to anastomotic leaks, severe infection, further surgery,
prolonged hospital stays and in some cases death [28–31]. Porcine intestine was sectioned, anastomosed
and inflated with water while recording burst pressure (Figure 4a,b), which is an indicator of the
suture strength [32,33]. Intestinal anastomosis with interrupted sutures, withstands low pressure
before bursting (i.e., 40 mmHg). The use of RS and RS-GNR films over the sutured intestine line did
not significantly improve the burst pressure. Although 70:30 RS, 80:20 RS and 80:20 RS-GNR films
physically well adhered on sutured tissue, they provide only a tenuous barrier to fluid flow. In the case
of 90:10 RS and 90:10 RS-GNR, it was not possible to apply the film on the anastomosis due to their
mechanical brittleness that hinders the adhesion on curved and irregular tissue. Use of 70:30 RS-GNR
over the suture improves burst pressure (i.e., 74 mmHg) compared to that recorded for sealant-free
sutured intestine. Therefore, the use of GNR modified RS is effective for providing a barrier to the
fluid. Future in vivo experiments are planned.
Figure 4. Photographs of (a) sutured porcine intestine to determine the anastomosis bursting pressure
and (b) RS film placed over the suture. The scale bars indicate 5 cm. (c) Photograph showing the
intestine while is inflating with water and its dilatation until rupture. (d) Bursting pressures values
obtained from rupture of intact intestine, interrupted sutured (Su) intestine, RS and RS-GNR films on
sutured intestine, respectively.
Finally, we realised a piezoelectric device (Figure 5a,b) and investigated the piezoelectricity on
our films. Recently, for spider silk, it was shown that silk fibres exhibit a piezoelectric response under
external force applied out of plane to the fibres’ axis [34–38]. The authors explained the observed effect
with the rubbing between the crystalline domains and the strained elastic helical regions which may
lead to developing intermolecular—CONH hydrogen bonding [21]. Thus, the deformation of such
elastic amorphous structure may develop high electrical dipoles.
When we dissolved CaCl2 in the silk fibroin solution, we introduced Ca ions in the RS. The water
capturing of Ca ions enriches Ca-modified silk film of random coil regions, metal chelation [38] and the
crystalline domains are disrupted. Furthermore, in analogy to what was observed in spider silk, the
dipole orientation inside our films is possible. Application of mechanical pressure on the films should
generate separation of positive and negative charges on the top and bottom electrodes, developing
potential mismatch between two electrodes for electron transfer to an external circuit. Removing the
mechanical pressure from the device, accumulated electrons will move to other electrodes in a reverse
direction through an external circuit; thus, we observe a reverse signal.
In Figure 5c we have shown that applying and releasing a load of 5 N (i.e., compressive stress
≈250 kPa) we observed output voltage (VOC) and output current (see Supporting Information,
Figure S4). According to the previous studies on piezoelectricity of spider silk and the proposed
working mechanism [21], we confirmed that the devices made of RS and RS-GNR films with the highest
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CaCl2 content (i.e., the lowest crystalline domains) showed the best performance. Despite the presence
of metallic nanorods which act as charge trappers, the output voltage values measured for the RS-GNR
films while are slightly lower than that of the 70:30 series instead are higher than those of the 80:20 and
90:10 concentrations. If compared with the most recent performances of bio-based nanogenerators [22],
the generated output performance of our films is comparable to those reported in the literature [22]
and even higher [21] if normalised the data for the load applied to our device.
Figure 5. (a) Schematic of fabrication of piezoelectric device. (b) Photograph of piezoelectric device
fabricated. (c) The generated output voltage of piezoelectric devices fabricated with different RS and
RS-GNR films and subjected to repetitive loading and releasing pressure.
The results obtained in this section can be linked to the mechanical and sealant properties for
paving the way to the development of pressure sensors that are nowadays required to monitor biological
parameters such lung pressure, eye pressure, etc., and have to be implanted directly on biological soft
tissues and organs. Therefore, the devices should be flexible, stimuli responsive and biodegradable to
avoid subsequent removal surgery, which could be invasive and stressful for some patients.
4. Conclusions
We have reported the promising use of silk fibroin as sealant of biological tissues using a plasticised
regenerated silk film. The addition of GNR to the 70:30 compositions, increases the stretchability,
the water-capturing, and the mechanical contraction of the silk film. This enhanced the bursting
pressure of anastomosed porcine intestine. Our study has shown that hybrid RS-GNR film could be
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used as bio-piezoelectric material for harvesting biomechanical movements. Such bio-films can be
used for small to large diameter and can reduce the risks of the reconstructive surgical procedures.
Additionally, silk fibroin can be fabricated with tuned mechanical plasticity, which enables its use in
complex geometries if required.
Supplementary Materials: The following are available online at http://www.mdpi.com/2079-4991/10/1/179/s1,
Figure S1: FESEM images of the prepared samples; Figure S2: FTIR spectra with fitting procedure; Figure S3:
Stress-strain curves of the prepared samples; Figure S4: The generated output short circuit current of piezoelectric
devices fabricated with different RS and RS-GNR films. Figure S5: Bursting machine designed for this work.
Videos of the contact angle measurements. Video S1: Video of contact angle measurement on 70:30 RS film. Video
S2: Video of contact angle measurement on 70:30 RS-GNR film. Video S3: Video of contact angle measurement on
80:20 RS film.
Author Contributions: Conceptualization, L.V. and A.M.; Methodology, L.V., R.C.; Investigation, S.B.B., L.V., M.R.
and A.M.; Data Curation, S.B.B.; Writing—Original Draft Preparation, L.V. and A.M.; Writing—Review & Editing,
all. All authors have read and agreed to the published version of the manuscript.
Funding: L.V. is supported by the Italian Ministry of Education, University and Research (MIUR) under the PRIN
Project “Development and promotion of the Levulinic acid and Carboxylate platforms by the formulation of
novel and advanced PHA-based biomaterials and their exploitation for 3D printed green-electronics applications”
grant 2017FWC3WC.
Conflicts of Interest: The authors declare no conflict of interest.
References
1. Coletta, R.; Khalil, B.A.; Morabito, A. Short bowel syndrome in children: Surgical and medical perspectives.
Semin. Pediatr. Surg. 2014, 23, 291–297. [CrossRef]
2. Ba’ath, M.E.; Almond, S.; King, B. Short bowel syndrome: A practical pathway leading to successful enteral
autonomy. World J. Surg. 2012, 36, 1044–1048. [CrossRef]
3. Khalil, B.A.; Baath, M.E.; Aziz, A.; Forsythe, L.; Gozzini, S.; Murphy, F.; Carlson, G.; Bianchi, A.; Morabito, A.
Intestinal rehabilitation and bowel reconstructive surgery: Improved outcome in children with short bowel
syndrome. JPGN 2012, 54, 505–509. [CrossRef] [PubMed]
4. Park, I.J. Influence of anastomotic leakage on oncological outcome in patients with rectal cancer. J. Gastrointest.
Surg. 2010, 14, 1190–1196. [CrossRef] [PubMed]
5. Jeon, E.Y.; Hwang, B.H.; Yang, Y.J.; Kim, B.J.; Choi, B.H.; Jung, G.Y.; Cha, H.J. Rapidly light-activated surgical
protein glue inspired by mussel adhesion and insect structural crosslinking. Biomaterials 2015, 67, 11–19.
[CrossRef]
6. Dong, R.H.; Qin, C.C.; Qiu, X.; Yan, X.; Yu, M.; Cui, L.; Zhou, Y.; Zhang, H.D.; Jiang, X.Y.; Long, Y.Z.
In situ precision electrospinning as an effective delivery technique for cyanoacrylate medical glue with high
efficiency and low toxicity. Nanoscale 2015, 7, 19468. [CrossRef]
7. Antonio, L.; Damia, M.; John, L.; Foster, R. Adhesive biomaterials for tissue reconstruction. J. Chem.
Technol. Biotechnol. 2008, 83, 464–472.
8. Yeung, A.; Faraj, L.; McIntosh, O.; Dhillon, V.; Dua, H. Fibrin glue inhibits migration of ocular surface
epithelial cells. Eye 2016, 30, 1389–1394. [CrossRef]
9. Koeppel, A.; Holland, C. Progress and Trends in Artificial Silk Spinning: A Systematic Review. ACS Biomater.
Sci. Eng. 2017, 3, 226–237. [CrossRef]
10. Shang, L.; Yu, Y.; Liu, Y.; Chen, Z.; Kong, T.; Zhao, Y. Spinning and Applications of Bioinspired Fiber Systems.
ACS Nano 2019, 13, 2749–2772. [CrossRef]
11. Kundu, B.; Kurland, N.E.; Bano, S.; Patra, C.; Engel, F.B.; Yadavalli, V.K.; Kundu, S.C. Silk proteins for
biomedical applications: Bioengineering perspectives. Prog. Polym. Sci. 2014, 39, 251–267. [CrossRef]
12. Lawrence, B.D.; Pan, Z.; Liu, A.; Kaplan, D.L.; Rosenblatt, M.I. Human corneal limbal epithelial cell response
to varying silk film geometric topography in vitro. Acta Biomater. 2012, 8, 3732–3743. [CrossRef] [PubMed]
13. Lawrence, B.D.; Marchant, J.K.; Pindrus, M.A.; Omenetto, F.G.; Kaplan, D.L. Silk film biomaterials for cornea
tissue engineering. Biomaterials 2009, 30, 1299–1308. [CrossRef] [PubMed]
14. Seo, J.-W.; Kim, H.; Kim, K.H.; Choi, S.Q.; Lee, H.J. Calcium-Modified Silk as a Biocompatible and Strong
Adhesive for Epidermal Electronics. Adv. Funct. Mater. 2018, 28, 1800802. [CrossRef]
Nanomaterials 2020, 10, 179 9 of 10
15. Balfourier, A.; Luciani, N.; Wang, G.; Lelong, G.; Ersen, O.; Khelfa, A.; Alloyeau, D.; Gazeau, F.; Carn, F.
Unexpected intracellular biodegradation and recrystallization of gold nanoparticles. Proc. Natl. Acad.
Sci. USA 2019, 117, 103–113. [CrossRef]
16. Yang, C.; Chen, S.; Su, H.; Zhang, H.; Tang, J.; Guo, C.; Song, F.; Zhang, W.; Gu, J.; Liu, Q. Biocompatible,
small-sized and well-dispersed gold nanoparticles regulated by silk fibroin fiber from Bombyx mori cocoons.
Front. Mater. Sci. 2019, 13, 126–132. [CrossRef]
17. Lawrence, B.D.; Cronin-Golomb, M.; Georgakoudi, I.; Kaplan, D.L.; Omenetto, F.G. Bioactive silk protein
biomaterial systems for optical devices. Biomacromolecules 2008, 9, 1214–1220. [CrossRef]
18. Chen, G.; Matsuhisa, N.; Liu, Z.; Qi, D.; Cai, P.; Jiang, Y.; Wan, C.; Cui, Y.; Leo, W.R.; Liu, Z.; et al. Plasticizing
silk protein for on-skin stretchable electrodes. Adv. Mater. 2018, 30, 1800129. [CrossRef]
19. Qi, Y.; Kim, J.; Nguyen, T.D.; Lisko, B.; Purohit, P.K.; McAlpine, M.C. Enhanced piezoelectricity and
stretchability in energy harvesting devices fabricated from buckled PZT ribbons. Nano Lett. 2011, 11,
1331–1336. [CrossRef]
20. Qi, Y.; Nguyen, T.D.; Purohit, P.K.; McAlpine, M.C. Stretchable piezoelectric nanoribbons for biocompatible
energy harvesting. In Stretchable Electronics; Someya, T., Ed.; Wiley-VCH: Weinheim, Germany, 2012;
pp. 111–139.
21. Karan, K.; Maiti, S.; Kwon, O.; Paria, S.; Maitra, A.; Si, S.K.; Kim, Y.; Kim, J.K.; Khatua, B.B. Nature driven
spider silk as high energy conversion efficient biopiezoelectric nanogenerator. Nano Energy 2018, 49, 655–666.
[CrossRef]
22. Lee, B.Y.; Zhang, J.; Zueger, C.; Chung, W.-J.; Yoo, S.Y.; Wang, E.; Meyer, J.; Ramesh, R.; Lee, S.-W. Virus-based
piezoelectric energy generation. Nat. Nanotechnol. 2012, 7, 351–356. [CrossRef] [PubMed]
23. Wan, J.; Wang, J.; Liu, T.; Xie, Z.; Yu, X.-F.; Li, W. Surface chemistry but not aspect ratio mediates the biological
toxicity of gold nanorods in vitro and in vivo. Sci. Rep. 2015, 5, 11398. [CrossRef]
24. Urie, R.; Guo, C.; Ghosh, D.; Thelakkaden, M.; Wong, V.; Lee, J.V.; Kilbourne, J.; Yarger, J.; Rege, K. Rapid soft
tissue approximation and repair using laser-activated silk nanosealants. Adv. Funct. Mater. 2018, 28, 1802874.
[CrossRef]
25. Hu, X.; Kaplan, D.; Cebe, P. Determining Beta-sheet crystallinity in fibrous proteins by thermal analysis and
infrared spectroscopy. Macromolecules 2006, 39, 6161–6170. [CrossRef]
26. Lin, S.; Liu, J.; Liu, X.; Zhao, X. Muscle-like fatigue-resistant hydrogels by mechanical training. Proc. Natl.
Acad. Sci. USA 2019, 116, 10244–10249. [CrossRef]
27. Liu, D.; Tarakanova, A.; Hsu, C.C.; Yu, M.; Zheng, S.; Yu, L.; Liu, J.; He, Y.; Dunstan, D.J.; Buehler, M.J. Spider
dragline silk as torsional actuator driven by humidity. Sci. Adv. 2019, 5, eaau9183. [CrossRef]
28. Cole, C.R.; Ziegler, T.R. Small bowel bacterial overgrowth: A negative factor in gut adaptation in pediatric
SBS. Curr. Gastroenterol. Rep. 2007, 9, 456–462. [CrossRef]
29. Lauro, A.; Coletta, R.; Morabito, A. Restoring gut physiology in short bowel patients: From bench to clinical
application to autologous intestinal reconstructive procedures. Expert Rev. Gastroenterol. Hepatol. 2019, 15,
1–12. [CrossRef]
30. Pederiva, F.; Sgrò, A.; Coletta, R.; Khalil, B.; Morabito, A. Outcomes in patients with short bowel syndrome
after autologous intestinal reconstruction: Does etiology matter? J. Pediatr. Surg. 2018, 53, 1345–1350.
[CrossRef]
31. Almond, S.L.; Haveliwala, Z.; Khalil, B.; Morabito, A. Autologous intestinal reconstructive surgery to
reduce bowel dilatation improves intestinal adaptation in children with short bowel syndrome. J. Pediatr.
Gastroenterol. Nutr. 2013, 56, 631–634. [CrossRef]
32. Bleier, B.S.; Cohen, N.M.; Bloom, J.D.; Palmer, J.N.; Cohen, N.A. Laser tissue welding in lung and
tracheobronchial repair: An animal model. Chest 2010, 138, 345–349. [CrossRef] [PubMed]
33. Garcia, P.; Mines, M.J.; Bower, K.S.; Hill, J.; Menon, J.; Tremblay, E.; Smith, B. Robotic laser tissue welding of
sclera using chitosan films. Lasers Surg. Med. 2009, 41, 59–67. [CrossRef] [PubMed]
34. Zhou, L.; Fu, P.; Cai, X.; Zhou, S.; Yuan, Y. Naturally derived carbon nanofibers as sustainable electrocatalysts
for microbial energy harvesting: A new application of spider silk. Appl. Catal. B 2016, 188, 31–38. [CrossRef]
35. Steven, E.; Saleh, W.R.; Lebedev, V.; Acquah, S.F.A.; Laukhin, V.; Alamo, R.G.; Brooks, J.S. Carbon nanotubes
on a spider silk scaffold. Nat. Commun. 2013, 4, 2435. [CrossRef] [PubMed]
36. Römer, L.; Scheibel, T. The elaborate structure of spider silk. Prion 2008, 2, 154–161. [CrossRef]
Nanomaterials 2020, 10, 179 10 of 10
37. Fukada, E. History and recent progress in piezoelectric polymers. IEEE Trans. Ultrason. Ferroelectr. Freq.
Control. 2000, 47, 1277–1290. [CrossRef]
38. Lang, S.B. Pyroelectric effect in bone and tendon. Nature 1966, 212, 704–705. [CrossRef]
© 2020 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access
article distributed under the terms and conditions of the Creative Commons Attribution
(CC BY) license (http://creativecommons.org/licenses/by/4.0/).
